SHELL SHEET

SEE VIEW A—A BELOW
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PRIMARY ANODE, APPLY
SEALER 79 BETWEEN
ANODE AND FLOOR

\~ADD—ON ANODE, APPLY
SEALER 79 BETWEEN
ANODE AND FLOOR

SEE NOTE 1 AND

DETAIL

B

PLAN VIEW OF ANODE

USAGE AQUASTORE CONCRETE FOUNDATION

NOTES:

1. EQUALLY SPACE THE PRIMARY ANODES
AROUND THE INSIDE PERIMETER OF THE
TANK. INSTALL ONE END OF THE
THREADED ROD THRU THE LOWEST BOLT
HOLE IN THE FOUNDATION SHEET VERTICAL
SEAM ABOVE THE CONCRETE FLOOR.

2. ADD—ON ANODES TO BE INSTALLED
AS SHOWN IN VIEW A-A.

3. ALL SEALER 79 AND C.I.M. 1000
USED WHEN INSTALLING THE CATHODIC
PROTECTION SYSTEM IS TO BE
SUPPLIED BY THE BUILDER.

IN ASSEMBLED POSITION

PRIMARY ANODE

NON—METALLIC
FLANGED BUSHING

COUPLING NUT MUST
BE EQUALLY ENGAGED

ON EACH ANODE CORE

ROD

MOUNT CLIP ANGLE ONTO CONCRETE
FLOOR USING CONCRETE WEDGE ANCHOR,
1/2” WASHER, AND 1/2” HEX NUT.

VIEW

ADD-ON
ANODE

3/8"

A—A

WASHER

FLANGED BUSHING,
NON—METALLIC

FOUNDATION SHEET
\7~/

NON—METALLIC
WASHER, USE
AS REQ'D.

3/8” WASHER
3/8” HEX NUT.

TORQUE TO
50 IN.LBS.

JUMPER CABLE
ASSEMBLY

1/2" HEX NUT

TORQUE TO _\
50 IN.LBS. 4'1

1/2" HEX NUT
1/2" WASHER

HEX NUT

L

COUPLING NUT
3/8" HEX NUT

FLANGED BUSHING,
NON—METALLIC

3/8" HEX NUT
TORQUE TO
50 IN.LBS.

3/8" HEX NUT

-

P

Z PRIM:RY
\ ANODE

CLIP ANGLE
1/2" HEX NUT,
1/2" WASHER,
AND CONCRETE
WEDGE ANCHOR

ENCASE THIS AREA
WITH C.I.M. 1000
SEE NOTE 3.

APPLY SEALER 79 AROUND THE THREADED ROD
BEFORE INSTALLING THRU SHELL SHEETS.
SEE NOTE 3

1-3/4" LONG STRUCTURE BOLT CLOSEST OR MOST
CONVENIENT ADJACENT STRUCTURE BOLT LOCATION

FOUNDATION SHEET
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